Page 2 – New roller-screw option on Tolomatic’s integrated servomotor actuator

NEWS RELEASE

FOR IMMEDIATE RELEASE
[image: image2.png]@ Tolomatic

EXCELLENCE IN MOTION:-



April 26, 2010 
Tolomatic Contacts:
Editorial: Mona Rauen
Technical: Aaron Dietrich
Sales: Dave Schuh

MarCom Manager
Electric Product Manager
Director of Sales
763-478-8000
763-478-4370
763-478-4437
mona_rauen@tolomatic.com
aaron_dietrich@tolomatic.com
dave_schuh@tolomatic.com
Agency Contact:


Robert Sheldon, APR

Public Relations Director

Creative Communications Consultants, Inc.

612-338-5098

rsheldon@cccinc.com
EDITOR’S NOTE: To download this news release and a high-resolution photo, go to: www.cccinc.com/pr/tolomatic/imaroller 
New roller-screw option on Tolomatic’s integrated servomotor actuator (IMA) makes it the longest lasting integrated electric actuator 

New roller-screw option available on IMA rod-style linear actuators provides significantly higher service life at forces up to 3,300 pounds.
HAMEL, Minn. – Tolomatic’s integrated-motor rod-style actuator (IMA) is now capable of delivering up to 3,300 pounds of force when equipped with the new roller-screw option.  The Tolomatic IMA incorporates a hollow core rotor and skewed motor windings into its unique servomotor design for an extremely compact package with increased dynamic performance and service life compared to traditional rod-style actuators.  The IMA’s unique integrated motor design is well suited for applications such as pressing, clamping, valve control, spot welding and volumetric filling. 
“With the addition of the roller-screw option, the service life of the IMA increases by about ten times or more in high-force applications,” says Aaron Dietrich, electric product manager, Tolomatic.  “In fact, in an IMA 44, the estimated life of the roller-screw is about ten million inches of travel at a mean force of 2,000 pounds.  The standard ball screw on the IMA offers better efficiency and economy, but the roller screw option offers higher force, better accuracy and longer service life in high-force applications.” 
The hollow core rotor design allows the nut of the screw to pass inside the rotor to provide a very compact package.  “This can decrease overall actuator length by as much as 18 inches compared to standard actuators due to the elimination of a separate motor, motor mount and gearbox.  In addition, the skewed stator windings minimize the cogging of the motor to provide smoother, more efficient motion and improved force repeatability,” says Dietrich. The compact footprint and efficient operation of the IMA, combined with the flexibility of control from an electric actuator, makes the IMA a powerful and viable alternative for replacing fluid power cylinders, he says.

The Tolomatic IMA with the new roller-screw option can exert a force of up to 3,300 pounds and move a top speed of about 12 inches per second.  The IMA is available with a choice of motor voltages in any incremental stroke length from 6 inches to18 inches.  Built with Tolomatic’s Endurance Technology features for maximum durability and extended service life, the IMA has a patent-pending lead-screw lubrication system that allows easy re-lubrication without disassembly.  Tolomatic’s sizing and selection software makes selecting an IMA easy.  All orders are built-to-order and shipped with Tolomatic’s industry leading five-day delivery.

For more than 50 years, Tolomatic has been a leading supplier of electric linear actuators, pneumatic actuators and power transmission products for factory automation. Its extensive product line also includes servo-driven high-thrust actuators, servo and stepper motors, stepper drives and configured linear-motion systems. Tolomatic’s electric linear and pneumatic actuators are used in a variety of industries, including the packaging, material handling, medical, food processing, automotive, semiconductor and general automation industries. For more information about the new roller screw option on Tolomatic’s IMA integrated-motor rod-style actuator, contact Tolomatic, 3800 County Road 116, Hamel, Minn. Phone: 763-478-8000 or 1-800-328-2174. Website: www.tolomatic.com.
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Tolomatic’s new roller-screw option available on IMA rod-style linear 
actuators provides significantly higher service life at forces 
up to 3,300 pounds.
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